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2b. T OF WE LATOR
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OTHER
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9. WELL NO.

Diamond Shamrock FYploration '
3. ADDRESS OF OPERATOR #23-5
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21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILI. BTART*

4809' - GR A.S.A.P.
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

17½" A 5/8" 32# K-55 250' Circulate to surface
7 f/8" 4½" 10.0# N-80 5750' Crr from TD 1-n 500'

Drill 12½" hole to approximately 250' set 8 5/8" casing, set up BOP
as required and pressure test. Drill 7 7/8" hole to approximately
5300' if production is found feasible set 4½" production casing.
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preventer program, if any.
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CONDITIONSOF APPROVALFOR NOTICETO DRILL

Company Diamond Shamrock Exploration Well No. 23-5

Location Sec. 5 T 9S R 19E Lease No. U-017992

Onsite Inspection Date 4-3-84

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR3100), Onshore
Oil and Gas Order No. 1, and the approved plan of operations. The operator is
fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

All fresh water and prospectively valuable minerals (as described by BLMat
onsite) encountered during drilling, will be recorded by depth and adequately
protected. All oil and gas shows will be tested to determine commercial
potential.

BOPs.ystems will be consistent with API RP 53. Pressure tests will be
conducted before drilling out from under all casing strings which are set and
cemented in place. Blowout preventer controls will be installed prior to
drilling the surface casing plug and will remain in use until the well is
completed or abandoned. Preventers will be inspected and operated at least
daily to ensure good mechanical working order, and this inspection recorded on
the daily drilling report. Preventers will be pressure tested before drilling
casing cement plugs.

The District Office should be notifed, with sufficient lead time, in order to
have a BLMrepresentative on location during pressure testing.

Anticipated cement tops will be reported as to depth, not the expected number
of sacks of cement to be used. The District Office should be notified, with
sufficient lead time, in order to have a BLMrepresentative on location while
running all casing strings and cementing.

No chromate additives will be used in the mud s.ystem on Federal and Indian
lands without prior BLMapproval to ensure adequate protection of fresh water
aquifers.

Whether the well is completed as a dry hole or as a producer, "Well Completion
and Recompletion Report and Log" (Form 3160-4) will be submitted not later
than 30 days after completion of the well or after completion of operations
being performed, in accordance with 43 CFR 3164. Twocopies of all logs, core
descriptions, core analyses, we11-test data, geologic summaries, sample
description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form
3160-4. Samples (cuttings, fluids, and/or gases) will be submitted when
requested by the authorized officer



No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from a well to be placed in a
suspended status without prior approval of the AO. If operations are to be
suspended, prior approval of the A0 will be obtained and notification given
before resumption of operations.

The spud date will be reported orally to the A0 within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report will
be submitted on the following regular work day. The oral report will be
followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will be
reported on Form 9-329 "Monthly Report of Operations", starting with the
month in which operations commenceand continue each month until the well is
physically plugged and abandoned. This report will be filed, in duplicate,
to the Vernal-BLM District Office, 170 South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other
unusual occurrences shall be promptly reported in accordance with the
requirements of NTL-3Aor its revision.

If a replacement rig is contemplated for completion operations, a "Sundr.y
Notice" (Form 3160-5) to that effect will be filed, for prior approval of
the AO, and all conditions of this approved plan are applicable during all
operations conducted with the replacement rig.

Should the well be successfully completed for production, the A0 will be
notified when the well is placed in a producting status. Such notification
will be sent by telegram or other written communication, not later than 5
days following the date on which the well is placed on production.

Pursuant to NTL-2B, with the approval of'the District Engineer, produced
water may be temporarily disposed of into unlined pits for a period of up to
90 days. During the period so authorized, an application for approval of
the permanent disposal method, along with the required water analysis and
other information, must be submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/flare gas
during initial well evaluation tests, not exceeding a period of 30 days or
the production of 50 MMCFof gas, whichever occurs first. An application
must be filed with the District Engineer and approval received, for any
venting/flaring of gas beyond the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and
3162.7-4 shall be submitted to the appropriate District Office within 30
days of installation or first production, whichever occurs first. All site
security regulations as specified in 43 CFR 3162.7 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR



A first production conference will be scheduled within 15 days after receipt
of the first production notice.

No well abandonment operations will be commencedwithout the prior approval
of the AO. In the case of newly drilled dry holes or failures, and in
emergency situations, oral approval will be obtained from the SO. A
"Subsequent Report of Abandonment" Form 3160-5, will be filed with the A0
within 30 days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of
surface restoration. Final abandonmentwill not be approved until the
surface reclamation work required by the approved APD or approved
abandonment notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators have the
responsibility.to see that their exploration, development, production, and
construction operations are conducted in a manner which conforms with
applicable Federal laws and regulations and with State and local laws and
regulations to the extent that such State and local laws are applicable to
operations on Federal or Indian lands.

All travel will be confined to existing access road rights-of-way.

Location of Tank Batteries and Production Facilities:

All permanent (on site for six months or longer) structures constructed or
installed (including oil well pumpjacks) will be painted a flat,
non-reflective, earthtone color to match the standard environmental colors,
as determined by the Rocky Mountain 5 State Interagency Committee. All
facilities will be painted within 6 months of installation. Facilities
required to comply with 0.S.H.A. (Occupational Safety and Health Act) will
be excluded.

If a tank battery is constructed on this lease, it will be surrounded by a
dike of sufficient capacity to contain 1 1/2 times the storage capacity of
the battery.

Tank batteries will be placed on the east end of the location.

All loading lines will be placed inside the berm surrounding the tank
battery.

All site security guidelines identified in 43 CFR 3162.7 regulations will be
adhered to.

All off-lease storage, off-lease measurement, or commingling on-lease or
off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
we11head. The gas flowline will be buried from the we11head to the meter
and 500 feet downstream of the meter run or any production facilities.
Meter runs will be housed and/or



The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior to any
deliveries. Tests for meter accuracy will be conducted monthly for the
first three months on new meter installations and at least quarterly
thereafter. The A0 will be provided with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports will be submitted to the Vernal District Office.
All meter measurement facilities will conform with the API standards for
liquid hydrocarbons and the AGAstandard for natural gas measurement.

The use of materials under BLMjurisdiction will conform to 43 CFR 3610.2-3.

Construction material will be located on lease.

Methods of Handling Waste Disposal:

The reserve pit will not be lined.

Burning will not be allowed. All trash must be contained and disposed of by
a trash cage.

Produced waste water will be confined to an unlined pit for a period not to
exceed 90 days after initial production. During the 90 day period.an
application for approval of a permanent disposal method and location, along
with required water analysis, will be submitted for the A0's approval.
Failure to file an application within the time allowed will be considered an
incident of noncompliance, and will be grounds for issuing a shut-in order.

Ancillary Facilities:

Campfacilities will not be required.

The stockpiled topsoil will be stored on the southwest end of the location.

Reserve pits will be fenced with a wire mesh fence and topped with at least
one strand of barbed wire.

Plans for Restoration of Surface:

Immediately upon completion of drilling, the location and surrounding area
will be cleared of all debris, materials, trash and junk not required for
production.

Before any dirt work to restore the location takes place, the reserve pit
must be completely dry and all cans, barrels, pipe, etc. will be removed.

All disturbed areas will be recontoured to the approximate natural contours.

The stockpiled topsoil will be evenly distributed over the disturbed areas.

Prior to reseeding, all disturbed areas, including the access roads, will be
scarified and left with a rough



Seed will be broadcast or drilled at a time spécified by the BLM. If
broadcast, a harrow or some other implement will be dragged over the seeded
area to assure seed coverage. Also, if broadcast, the amount of seed should
be proportionately larger to total 14 pounds per acre.

The following seed mixture will be used:

Oryzopsis hymenoides 1 1b/acre
Agropyron cristatum 1 1b/acre
Poa secunda 1 1b/acre
Kochia prostrata 2 lbs/acre
Atriplex confertifolia 2 1bs/acre
Ceratoides lanata 2 1bs/acre

Total 9 lbs/acre

The reserve pit and that portion of the location and access road not needed
for production or production facilities will be reclaimed.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and operating
practices must be observed. All wells, whether drilling, producing,
suspended, or abandoned will be identified in accordance with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval
for all changes of plans and other operations in accordance with 43 CFR
3164.

The dirt contractor will be provided with an approved copy of the surface
use plan.

A cultural resource clearance will be required before any construction
begins. If any cultural resources are found during construction, all work
will stop and the A0 will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be filed for
approval for any future



CONDITIONSOF APPROVAL

'Ihe Vernal District Petroleum Engineers have reviewed the Application
for Permit to Drill for technical adequacy and concur with the down
hole portion of the request providing the following stipulations are
included as a part of the approval:

1. Ram-type BOP's will be tested to a mininun pressure of 2700 psi.
Spherical BOP will be tested to a mininun pressure of 1500



ATTACHMENTFOR 9-331-0
DIAMONDSHAMROCK
Paiute Bench Federal #23-5 - #U-017992

1. GEOLOGICAL NAME OF SURFACE FORMATION

(A) Uinta Formation of Eocene Age

2. TOPS OF IMPORTANT GEOLOGICAL MARKERS

(A) Top of Green River FM 1,422'
(B) Top of Oil Shale 1,542'
(C) Horse Bench Sand 2,202'
(D) Base of Oil Shale 3,267'
(E) Garden Gulch 3,760'
(F) Douglas Creek 4,695'
(G) Upper Black Shale 5,352'
(H) Wasatch Tongue 5,485'
(I) Lower Black Shale 5,853'
(J) T.D. 5,903'

3. ESTIMATED DEPTHS OF ANTICIPATED WATËR, OIL OR GAS

(A) Oil anticipated in "I" Sand, 1st "K" Sand, 2nd "K"
Sand, TWT, Lower Black Shale.

4. PROPOSED CASING PROGRAM

(A) 250' of 8 5/8" surface casing 32# per foot.
6000' of 5 1/2" 15.5# per foot. (K-55)

5. SPECIFICATION FOR PRESSURE CONTROL EQUIPMENT

(A) 12 inch 3000# Double Hydraulic B.O.P. with Pipe Rams
and Blind Rams and Spherical B.O.P.

(B) B.O.P. to be pressure tested before spudding and daily
testing of closing units and rams while drilling.

6. PROPOSED CIRCULATING MEDIUM

(A) Brine water is proposed to be used unless additional
weight is needed to control pressures or heaving
shale. In this event a chemical-gel fresh water mud
will be used and Barite as needed to control pressure.

7. AUXILIARY EQUIPMENT TO BE USED

(A) Upper Kelly Cock
(B) Float At Bit
(C) Floor T.I.V. Valve (stabbing valve) for drill pipe
(D) Gas Detector Logging



8. TESTING LOGGING AND CORING PROGRAM

(A) DIL - SFL Surface casing to T.D.
(B) GR-FDC-CNL Base of surface casing T.D.
(C) Cyberlook - Base of surface casing T.D.
(D) BHC-Sonic - Base of surface casing T.D.

9. ANTICIPATED ABNORMALPRESSURES, TEMPERATURESOF HAZARDS

(A) No abnormal pressure expected
(B) No Hydrogen Sulfide Gas Expected

10. STARTING DATE AND DURATION OF OPERATIONS

(A) Anticipated starting date as soon as approvals are
made.

(B) This well is anticipated to be drilled in approximately
30
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DIAMONDSHAMROCKCORPORATION

13 Point Surface Use Plan

Well Location

Pariette Bench Federal #23-5

Located In

Section 5, T9S, R19E, S.L.B.& M.

Uintah County,



DIAMONDSHAMROCK$UhPORATION
Pariette Bench Federal #23-5
Section 5, T9S, R19E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach DIAMOND SHAMROCK CORPORATION, well location site Pariette
Bench Federal #23-5, located in the NE 1/4 SV 1/4 Section 5, T9S, R19E,
S.L.B.& M., Uintah County, Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 - 1.4 miles
+ to the junction of this Highway and Utah State Highway 53; proceed
Southerly along Utah State Highway 53 - 1.6 miles to its junction with
Utah State Highway 216; proceed Southerly along State Highway 216 - 10.2
miles to its junction with an existing dirt road to the East proceed
Easterly along this road 10.8 miles to its junction with an existing road
to the Northeast, proceed Northeastly along this road 3.1 miles to its
junction with the proposed access road (to be discussed in Item #2).

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to the point where Highway 216 exits to the South;
thereafter the road is constructed with existing materials and gravels.
The Highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service road and other roads in the
vicinity are constructed out of existing native materials that are
prevalent to the existing areas they are located in and range from clays
to sandy-clay shale material.

The roads that are required for access during the drilling phase,
completion phase, and production phase, of this well will be maintained at
the standards required by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing road described in Item #1
in the NE 1/4 SW 1/4 Section 5, T9s, R19E, S.L.B.& M., and proceeds in a
Northeasterly direction approximately 500'+ to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.

There will be no new culverts required along this access road.

If deemed necessary at the time of the insite inspection turnouts will
be constructed for safety purposes. These turnouts will be constructed
according to the specifications found on page 25 of the oil & Gas surface
operation standards manual prepared by the B.L.M. and



DIAMONDSHAMROCKCORPORATION
Pariette Bench Federal #23-5
Section 5, T9S, R19E, S.L.B.& M.

There are no fences encountered along this proposed road. There will
be no new gates or cattleguards.

The lands involved in this action are under B.L.M. jurisdiction.

The terrain that is traversed by this road is relatively flat. The
grade of this road will not exceed 8¾.

3. LOCATION OF EXISTING WELLS

There are approximately 18 existing wells within a one mile radius of
this proposed location site.

There are no known water wells, abandoned wells, shut-in wells or
wells for observation or for other resources within a one mile radius.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

There are existing production facilities belonging to DIAMOND SHAMROCK
CORPORATIONwithin a one mile radius.

A tank battery site will be set at the proposed location site. This
battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to existing facilities in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
proposed facilities. If there is any deviation from the above, all
appropriate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

At the present time, it is anticipated that the water for this well
will be hauled by truck over the existing roads and the proposed access
road approximately 27.0 miles from the Duchesne River at a point where it
crosses under U.S. Highway 40.

In the event that this source is not used, an alternate source will be
used and all necessary arrangements will be made with the proper
authorities.

There will be no water well drilled at this location site.

Page



DIAMONDSHAMROCK OkPORATION -

Pariette Bench Federal #23-5
Section 5, T98, R19E, S.L.B.& F.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No pit lining materials from other sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. METHODSOF HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time of drilling.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve its will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are completed, it will be fenced
on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.L.M. Representative shall be notified before any construction
begins on the proposed location site.
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. DIAMONDSHAMROCKedRPORATION
Pariette Bench Federal #23-5
Section 5, T9S, R19E, S.L.B.& M.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause contamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet and Item #9). When
all drilling and production activities have been completed, the location
site and access road will be reshaped to the original contour and
stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.L.M. Representative when the moisture content of the soil is adequate
for germination. The Lessee further covenants and agrees that all of said
clean-up and restoration activities ähall be done and performed in a
diligent and most workmanlike manner and in strict conformity with the
above mentioned Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A")

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The Duchesne River is located
approximately 10 miles to the North of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible are of the Uinta
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternary Period.
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DIAMONDSHAMROCKheRPORATION ->

Pariette Bench Federal #23-5
Section 5, T9S, R19E, S.L.B.& M.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of a
non-perennial nature flowing during the early spring run-off and heavy
rain storms of long duration which are rare as the normal annual rainfall
in the area is only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area are
common of the semi-arid regions and consists of areas of sagebrush,
rabbitbrush, some grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area is sparse and consists predominantly of the mule
deer, pronghorn antelope, coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B").

Pariette Bench Federal #23-5 is located approximately 3,000' Northeast
of Pariette Draw a non-perennial drainage which runs to the Southeast into
the Green River.

The terrain in the vicinity of the location slopes from the South
through the location site to the North at approximately a 4.5% grade.

The vegetation in the immediate area surrounding the location site
consists of grasses and sparse amounts of sagebrush.

There are no occuped dwellings or other facilities of this nature in
the general area.

All lands involved under this action are under B.L.M. jurisdiction.

There are no visible archaeological, historical, or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Russ Ivie
DIAMONDSHAMROCKCORPORATION
85 South 200 East
Vernal, UT 84078

1-801-789-5270
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DIAMONDSHAMROCKCORPORATION
Pariette Bench Federal #23-5
Section 5, T98, R19E, S.L.B.& M.

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of my knowledge true and correct; and that the
work associated with the operation proposed herein will be performed by
DIAMONDSHAMROCKCORPORATION and its contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is
approved.

Date Russ Ivie

Page
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OPERATOR ,,,,, .
DATE 3/A 7

WELLNAME ff-J~

SEC NES T fl R COUNTY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

\ \" |
PROCESSI,NGCOMMENTS:

A NG A-3 c-3-a
UNIT CAUSENO. & DATE

e-3-b c-3-c

SPECIAL



, RECONCILE WELL NAMEANDLOCATIONON APD AGAINST SAME DATAON PLAT MAP.

AUTHENTICATE LEASE AND OPERATORINFORMATION

VERIFY ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACINGCONSIDERATION

ORDER

c-3-b

c-3-c

HECK DISTANCE TO NEAREST WELL.

/CHECK OUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHER WELLS.

l /IF POTASHDESIGNATEDAREA, SPECIAL LANGUAGEON APPROVALLETTER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVAL





Diæond Stumock ~kploration Company
all 1¾. Pariette Bench Fed. 23-5
March 27, 1984
Page 2

3. 2his approval shall expire one (1) year after date of îasuance unless
substantial and continuous operation is underway or an application for
an extension is raade prior to the approval expiration date.

Its API nuniber assigned to this well is 43-•047-31453.

Sincerely,

R. J. Firth
Associate Director, 011 & Gas

RJF/as

cc: Branch of Fluid Minerals

Enclosures



RECEIVED ·

\ DIVISION OF OIL
Diamond Shamrock GAS & MINING
Exploration Company

April 12, 1984

Department of Natural Resources
Division of Oil, Gas and Mining
4241 State Office Building
Salt Lake City, Utah 84114

ATIENTI N: Ron Firth

RE: VPariette Bench Federal #23-5
NEk/SW¾Sec. 5, T9S, R19E
Duchesne County, Utah

Dear Ron,

Water used in the drilling of the subject well will be pur-
chased from and transported by D. E. Casada Construction
Company , under their Permit #47-1717 (Application #59802) .

Should you require additional information, please contact
me at the address or phone number listed below.

Sincerely yours ,

Russell Ivie /
District Superintendent
DIAMDNDSHA OCKEXPIDPATIONCO.
Vernal District Office

RI/ln

xc: file

Diamond Shamrock Exploration Company A Subsidiary of Diarnond Shamrock
Drawer E. Vernal, Utah 84078, Phone: 801



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES Temple A. Reynolds, Executive Director
Water Rights Dee C. Hansen, State Engineer

1636 West North Temple • Salt Lake City, UT84116 - 801-533-6071

RECSVED '

May 11, 1984

AAAY1 4 1984

DIVISION OF OIL
Casada Construction GAS & MINING
Box K
Vernal, UT 84078

Dear Applicant: RE: TTMPORARY APPLICATION
NUMBER 47-3717 (1 ??02)

Enclosed is a copy of the above numberen sporov Semporary
Application. This is your authority to construe your works and to
divert the water for the uses described.

While this approved application does aive you our permission
to divert and use water, it does not grant easements through public
or private lands in order to gain acceso to the sacroe nor to convey
the water to the place of use, nor does this approval eliminate the
need for such other permits as may be reanired lo his Division or
any other agency in implementing your diversion.

This application will expire August 1, 1984, and it is expected
that no diversion or use of the water will be done after that date
unless another proposal has been made and approved.

Your contact with this office, should you need it is with the
Area Engineer, Mark Page. The telephone number is (801)637-1303.

Yours truly,

Dee C. Fansen, P, E.
State Engineer

DCH:slm

Enclosure

on equal opportunity employer • please recycle





Page No. 2
'« EXPLANATORY V

The following additional facts are set forth in order to define more clearly the full purpose of the pro-
posed application:

(Use page 4 if additional explanatory is needed.)

The quantity of water sought to be appropriated is limited to that which
can be beneficially used for the purpose herein described

Signature of Applicant*

*If applicant is a corporation or other organization, signature must be the name of such corporation or organization
by its proper officer, or it the name of the partnership by one of the partners, and the names of the other partners shall
be listed. If a corporation or partnership, the affidavit below need not be filled in. If there is more than one applicant,
a power of attorney, authorizing one to act for all, should accompany the Application.

DECLARATION OF CITIZENSHIP

yE O

On the ....... .........dav ... ...fy ...................., 19 personally appeared before me, a
notary public for the State of U p pl cant who, on oath, declared that he is a citizen of the United States,
or has de laLednhis ntention to c$eko



FEES FOR APPLICATIONS TO APPROPRIATE WATER IN UTAH
Flow rate - c.f.s. Cost

0.0 to 0.1 ............. .. . ........... . ..S 15.00
over 0.1 to 0.5 ..... ....... .. ..... . .. 30.00
over 0.5 to 1.0 .............. ...... . 45.00
over 1.0 to 15.0 ......... .... ........ 45.00 plus $7.50 for each cfs above the first cubic
over 15.0 .. .. ........... 150.00 foot per second.

Storage - acre-feet

0 to 20 ... ........ . .. ......... 22.50
over 20 to 500 ... ......... . ....... 45.00
over 500 to 7500 .. .. . . ...... 45.00 plus $7.50 for each 500 a.f. above the first
over 7500 . . .......... 150.00 500 acre feet.

(This section is not to be filled in by applicant)

STATE ENGINEER'S ENDORSEMENTS
,

1. Application received ove r in State Engineer's office by . .

2. ..... .... Priority of Application brought down to, on account of .

3. -
.... Application fee, $../ , received by Rec. No. .,L

4. ... .... Application microfilmed by Roll No.
5. .. / .... Indexed by ..Cla_. Platted by .

6. .Él .... Application examined by
7. ........ . .... Application returned, or corrected by office

8. ................ . Corrected Application resubmitted av reu ter to State Engineer's office.

9. .............. .. Application approved for advertisement by .

10. ............ . ..... Notice to water users prepared by .
11. ........ .. ........ . Publication began; was completed

Notice published in .

12. .. ... ....... Proof slips checked by .
13. . ..... Application protested by

14. . . ...... Publisher paid by M.E.V. No.

15. . ... Hearing held by
16. .... Field examination by

17. Application designated fo

18. Application copied or photostated by proofread by .

19. .. .
Application a

20. Conditions:

This Application is approved, subject to prior rights, as follows:

a. Actual construction work shall be diligently prosecuted to completion.

b. Proof of Appropriation shall be submitted to the State Engineer's office by .

c. ...TEMRORARy AggROyAL -- I PIRES August 1, 1984.

Dee C. Hansen, P.E., State Engmeer

21. ................ ......... Time for making Proof of Appropriation extended to .

22. .......................... . Proof of Appropriation submitted.

23. .......................... . Certificate of Appropriation, No. . . ... . . ......., issued

Application No...

TEMPORARY yp



DIVISIONOFOILGASANDMINING

SPUDDINGINFORMATION

M OFWW: DIAMONDSHAMROCK

PARIETTE BENCH FED. 23-5

SECTIONNESW 5 TOWNSHIP95 RANGE 19E UINTAH

DRILLINGCf¾fRACTOR
RIG#
SPUDDED:DATF 5-25-84

TIME 12:30 PM

QW Dry Hole Spud

D ILLINGWILLCOPMENCF Olsen Drilling Rig #2

REPORTEDBY Ilonnie

TELEPHONE# 789-5270

DATF s 9.84



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-017992

GEOLOGICALSURVEY 6. IF INDIAN,ALLOTTEEOR TiitiBENAME

SUNDRY NOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for pronosals to driH or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

1. oil gas
well well other 9. WELL NO.

2. NAME OF OPERATon 23-5
DIMOND SHAMBOCKEXPI.DPATIONCOMPANY 10. FIELD OR WILDCATNAME *

3. ADDRESS OF OPERATOR
P. O. DRAWER"E", VERNAL,UTAH 84078 11. SEC., T., R., M., OR BLK.AND SURVEY OR

4. LOCATIONOF WELL(REPORT LOCATION CLEARLY.See space 17 AREA
below.) SECTION 5, T9S, R19E
AT SURFACE: 2004' IML & 1927' FSL 12. COUNTYOR PARISH 13. STATEAT TOP PROD. INTERVAL: ggAT TOTAL DEPTH:

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-047-31453 _(BIkg/Ur-080-4-M-147)

REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, DÑiN WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF O
FRACTURE TREAT ¤ RECEWED ·
SHOOT OR ACIDIZE O O
REPAIR WELL (NOTE: Report results of multiple completion or zonePULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*

NOTIŒ OF O DivlSION OF OftGAS & MINING
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

DATESPUDDED: 5-25-84 TIFE: 12:30 p.m.
DRYHOLE SPUDDER: Leon Ross Rathole Rig
ROTARYRIG: Olsen Drilling Rig #2 (MI&RU)

Drilled 12 1/4" hole to 265' , ran 6 jts 8 5/8" 24# casing, cemented to
surface w/180 sx class "H" cement w/2% CaC1 w/1/4# Cello Seal, landed
casing @268' KB.

REPORTOF SPUD CALLED IN TO Benna W/BIN

REPORT OF SPUD CALLEDIN TO Arlene W/STATEOF UTAH

Subsurface Safety Valve: Manu. and Type Set @ - --_ Ft.

S GN

he nd corr

• DATE

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



Form approved - Budget Bureau No. 1004-0138 Expues August 31, 1985

UNITED STATES Lease No. U-017992

DEPARTMENTOF THE INTERIOR Communitization Agreement No.
BUREAU OF LAND MANAGEMENT Field Name Pariette Bench Field

Form 3160-6 ---------------

(November 1983) Unit Name
(Formerly 9-329) PartiCipating ArPH

MONTHLY REPORT County Uintah State Utall

OF Operator Diamond shamrock Exploration companv
OPERATIONS O Amended Report

The following is a correct report of operations and production (including status of all unplugged wells) for the mont
of May , 19 R/i

' (See Reverse of Form for Instructions) '

This report is required by law (30 U.S.C. 189, 30 U.S.C. 359, 25 U.S.C. 396d), regulation (43 CFR 3162.4-3), and the terms of the
lease. Failure to report can result in the assessment of liquidated damages, (43 CFR 3160), penalties, shutting down operations, or
basis for recommendation to cancel the loose and forfeit the bond (43 CFR 3160).

Well Sec. & TWP RNG Well Days 'Barrels *MCF of 'Barrels Remares
No as of '. Status Prod. of Osi Gas of Water

23-5 5 Pariette Bench
9S 19E DRLG. Federal 23-5

5-26 Spudwith dry hole driLler. Drill to 265' GL.
Set 8 5/8", 24#, K-55 :asing at 268' KB. Cement
with 180 sxs.

5-27 t aru 5-28 Wai.t on rotarr tool.
5-29 Rig up rotary tool and drill to 437'.
5-30 tiru 5-31 Drill to 2,385'.

RECEIVED

JUN 1 1 a
IWHION IDFOIL*If none, so state. GAS & MINING

DISPOSITION OF PRODUCTION (Lease, Participating Area, or Communitized Area basis)

Oil & Condensate Gas Water
(BBLS) (MCF) (BBLS)

'Or. nar J, Start of Month
*Produced

'Sold
'Spilled or Lost
*Flared or Vented ×××××××××××××××××

'Used on Lease
'Injected
'Surface Pits
'Other (Identify)

'On hand, End of Month ×××x×xx×x×xx×x×xx xxxxxxxxxxxxxxxx
*API Gravity/BTU Conte xxxxxxxxxxxxxxxx

Authorized SignatuŠ3 - y ddress: Sn Ym11mam nna m.nr
,

campar 8260
Title: Asst. Dist. Drlg. Supt. Page 1 of 1

Tatie 18 U.S.C. Sectron 1001, makes it a crime Ior any person knowingly and willfully to make to any department or agency of the
Unsted States any false, fictatious or fraudulent statements or representations as to any matter within its



ORALAPPROVALTO PLUGANDABANDONWELL

Operator presentative

Well No. Location à 4 Section Township ange

Counpy Field State

Unit Name and
Required Depth Base of fresh water sands

Size hole and Mud Weight
T.D. ,

Fill per sack " ' and Top #/gal. '

Casing Set Top of To Be Pluqqing Requirements
Size At Cement Pulled From To Sacks Cement

Formation Top Base Shows

REMARKS

Dps, los4t circ ti zone t es

Approved by Date



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-017992

GEOLOGICALSURVEY 6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASE NAME

1. oil gas
wetI well other 9. WELL NO.

2. NAME OF OPERATOR 23-5
DIAMDNDSHAMBOCKEXPIDRATIONODMPANY 10. FIELDORWILDCATNAME

3. ADDRESS OF OPERATOR PARIEN HŒ
P. O. DRAWER"E", VERNAL,UTAH 84078 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) SEC. 5, T9S, R19E
AT SURFACE: 2004' FWL& 1927' FSL 12. COUNTY OR PARISH 13. STATEAT TOP PROD. INTERVAL:
AT TOTAL DEPTH:

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-047-31453(BLM//UT-080-4-M-147)

REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW D KDB, AND WD)
4809 ' GRREQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF o CEWEDFRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of triul cornpl zones 1PULL OR ALTER CASING change on Form 9-3 03
MULTIPLE COMPLETE
CHANGE ZONES A' OF eABANDON*
(other)

11 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

DIAlOND SHAMBOCKEXPIDRATION COMPANYreceived verbal approval to plug and
abandon this well from Craig Hansen w/BIN. Ron Firth w/State of Utah was
notified 6-7-84.

Western Company set four cement plugs: (Class "G" cement)
1. 4750' - 4550' 68 sx
2. 2300 '

- 2000 ' 101 sx
3. 350' - 150' 70 sx
4. Set 25 sx canent plug at surface.

Dry hole marker will be set and surface will be restored (recontoured andreseeded) as per the NTL-6 approval. Surface lkganent Agency will benotified on form 9-331 when work is completed and ready for inspection.
Subsurface Safety Valve: Manu. and Type __

_ Set @ _ . Ft.

S

GNI he nd COErreCt

DATE JUtE 8, 1984
(This space for Federal or State office use)

NRDTIEDNS
OF APPROVAL, IF ANY:

TITLE DA

OF UTAHDIV I NO
OIL, GAS, AN i

DATE:*See instructions on Reverse Side



UNITED STATES Lease No. U-017992
DEPARTMENT OF THE INT 'lOR Communitization A ment No. ¯¯¯¯¯¯¯¯¯¯~¯¯~¯¯¯

BUREAU OF LAND MANAG NT Field Name Pariette Bench FieldForm 3160-6
- --- ---------(November 1983) Unit Name

(Formerly 9-329) · · -------------------Participating Area
MONTHLY REPORT County Uintah State Utah

OF Operator Diamond Shamrock Exploration ÇqmPanY
OPERATIONS O Amended Report

The following is a correct report of operations and production (including status of all unplugged wells) for the montof June
, 19 84

(See Reverse of Form for Instructions)
This report is required by low (30 U.S.C. 189, 30 U.S.C. 359, 25 U.S.C. 396d), regulation (43 CFR 3162.4-3), and the terms of thelease. Failure to report con result in the assessment of liquidated damages, (43 CFR 3160), penalties, shutting down operations, orbasis for recommendation to concel the lease and forfeit the bond (43 CFR 3160).

Weli Sec. & TWP RNG Well Days 'Barrels 'MCF of •Barrels
RemarksNo. •• of '. Status Prod. of Oil Gas of Water

23-5 5
Pariette Bench9S 19E DRLG.
Federal 23-5

6-1 thru 6-5 Dril ing to 5,9C3'.6-6 Log. DST # .
" 2 0 196-7 DST #1.

6-8 Plug and abondon. Rig released.

*lf none, so state.
DISPOSITION OF PRODUCTION (Lease, Participating Area, or Communitized Area basis)

Oil & Condensate Gas Water
(BBLS) (MCF) (BBLS)

*On hand, Start of Month
××××X×*Produced

*Sold
. xxxxxxxxxxxxxxxxx

'Spilled or Lost ×x××xxxxx×xxxxxxx xxxxxxxxxxxxxxxxx
'Flared or Vented
*Used on Lease
*1njected

'Surface Pits
'Other (Identify)
*On hand, End of Month xxxxxxxxxxxxxxxxx xxxxxxxxxxxxxxxx*API Gravity/BTU Content xxxxxxxxxxxxxxxx>
Authorized Signatu dress:5730 West Yellowstone Hwy. , Casper, WY
Title: Ac<a niet. Dr1g. Supt, Page 1 I
Title 18 U.5.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of theUnited S:a:es any false, fictitious or fraudulent statements or representations as to any matter within its
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- RECEIVED ·

JUL 2 0 1984

DIVISION OF OIL ' i mm

GAS & MINING Ë |~1
- mz

go
mm

HALLIBURTON
SERVICES

TICKET NO. 84222800
11-JUN-84

VERNAL

2

C

FORMATION TESTING SERVICE



GAUGE NO: 649 DEPTH: 4713.0 BLANKED OFF: NO HOUR OF CLOCK: 24

ID DESCRIPTION PRESSURE. TIME TYPEREPORTED | CALCULATED REPORTED CALCULATED

A INITIRL HYOROSTATIC 2096 2102.4

B INITIRL FIRST FLOW 53 68.3
30.0 30.2 F

C FINRL FIRST FLOW 267 267.2

C INITIRL FIRST CLOSEO-IN 267 267.2
60.0 58.8 C

D FINRL FIRST CLOSEO-IN 2015 2017.4

E INITIRL SECOND FLOW 275 284.9
60.0 61.3 F

F FINRL SECOND FLOW 426 423.6

F INITIRL SECOND CLOSEO-IN 426 423.6
121.0 120.7 C

G FINRL SECONO CLOSEO-IN 2033 2033.5

H FINAL HYOROSTATIC 2096 2102.1

I HYOROSTRTIC





GAUGE NO: 4426 OEPTH: 4750.0 BLANKED OFF:YES HOUR OF CLOCK: 24

ID DESCRIPTION PRESSURE TIME TYPEREPORTED | CALCULATED REPORTED CALCULATED

R INITIRL HYOROSTRTIC 2128 2126.7

B INITIRL FIRST FLOW 103 116.4
30.0 30.2 F

C FINRL FIRST FLOW 263 264.5

C INITIRL FIRST CLOSEO-IN 283 264.5
60.0 58.8 C

O FINAL FIRST CLOSED-IN 2034 2032.0

E INITIRL SECONO FLOW 329 341.0
60.0 61.3 F

F FINRL SECONO FLOW 432 430.0

F INITIRL SECONO ELOSEO-IN 432 430.0
121.0 120.7 C

G FINRL SECOND CLOSEO-IN 2043 2049.8

H FINRL HYOROUTATIC 2118 2119.8

I HYOROSTRTIC



GAUGE NO: 76 DEPTH: 4809.0 BLANKED OFF:YES HOUR OF CLOCK: 1E

ID DESCRIPTION PRESSURE TIME TYPEREPORTED \ CALCULATED REPORTED CALCULATED

R INITIRL HYOROSTRTIC 2152 2146.7

B INITIRL FIRST FLOW
30.0 F

C FINRL FIRST FLOW

C INITIRL FIRST CLOSEO-IN
60.0 C

O FINRL FIRST CLOSEO-IN

E INITIRL SECONO FLOW
60.0 F

F FINRL SECONO FLOW

F INITIAL SECONO ELOSEO-IN
121.0 E

G FINRL SECOND CLOSED-IN

H FINGL HYOROSTRTIC

I HYOROSlATIC RELERSE 2155 2146.9



EQUIPMENT 4 HOLE DATA TICKET NUMBER: 84222800
FORMATION TESTED: DOUGLRS CREEK ISLRNO
NET PAY (ft): 28.0 DATE: 6-6-84 TEST NO: 1

GROSS TESTED FOOTAGE: 55.0
ALL DEPTHS MEASURED FROM: KELLY BUSHING TYPE DST: OFF BTM STRROOLE

CASING PERFS. [ft):
HALLIBURTON CAMP:

HOLE OR CASING SIZE (in]: 7.875 VERNRL
ELEVATION (ft): 4809
TOTAL DEPTH (ft]: 5903.0 SCOTT PITT

TESTERPACKER DEPTH(S) (ft): 4729, 4735, 4790, 4796 RRNOY RIPPLE
FINAL SURFACE CHOKE [in): 0.250
BOTTOM HOLE CHOKE [in): 0.750 WITNESS: KRLEB LERKE
MUDWEIGHT (lb/gal): 8.40
MUD VISCOSITY [sec): 28
ESTIMATED HOLE TEMP. (°F): DRILLING CONTRACTOR:

ACTUAL HOLE TEMP. (°F): 128 © 4805.0 ft
OLSEN 42

FLUID PROPERT IES FOR SAMPLER DATRRECOVERED MUD & WATER
SOURCE RESISTIVITY CHLORIDES Pstg AT SURFACE: 210

PIT °F 9700 ppm cu.ft. OF GAS: 0.35
TOP SRLT WATFR 0.120 60°F 42000 ppm cc OF OIL: 0
MIDOLE 0.120 60 °F 42000 ppm

oc OF WATER: 1700
ROTTOM 0.120 60 °F 42000 ppm

SAMPLE CHAMBER 0.120 68°F 36400 ppm oc OF MUD: 0
°F ppm TOTAL LIQUID cc: 1700

HYDROCARBON PROPERT IES CUSHION DATA
OIL GRAVITY (°RPI): © °F TYPE AMOUNT WEIGHT

GAS/0IL RATIO [cu.ft. per bbl]:
GAS GRAVITY:

RECOVERED: go
571.270' OF SRLT WRTER IN ORILL COLLRRS
340.37' OF SHLT WATER IN ORILL PIPE
10' OF OIL

REMARKS:
CHRRT TIME EXPIREO ON BT 76.....HYOROSTRTIC RELERSE RERO RT END OF
RPPROXIMATELY 3 RNO 1/2 HOURS.....NO FINGL HYOROSTRTIC RECORDEO.

HRO TRACE OF OIL IN



TYPE & SlZE MEASUR1NG DEV1CE: LT 20 MANIFOLD TICKET NO: 84222800

SURFACE GAS LIQUID
TIME OE PRESSURE RATE RATE REMRRKS

PS1 MCF BPD

6-5-84

2230 CALLEO OUT

6-6-84

0030 ON LOCRTION

0230 STARTED OPERATION

0920 SET PRCKERS

0925 TOOL 0PENEO, 3" BLOW IN 5

GRLLON BUCKET.

0927 4 OZ. CHANGEO TO OUNCE GAUGE

0930 8 OZ.

0935 11.5 OZ.

0940 12.5 OZ.

0945 12 02.

0950 11.25 OZ .

0955 10.5 OZ.

0955 CLOSED TOOL

1055 OPENED TOOL, 2" BLOW IN 5

GRLLON BUCKET

1105 2 OZ. OUNCE GRUGE

1115 4.5 OZ.

1125 5 OZ.

1135 5.5 OZ.

1145 5.5 DZ.

1155 5.5 0Z.

1155 CLOSED TOOL

1356 BYPRSS OPENED

1405 TRIPPED DUT OF THE HOLE

1905 TOOL AT TABLE

1912 BROKE DOWN TOOL RNO LORDED OUT

2130 FINISHEO



TICKET NO: 84222800 GAUGE NO: 649
blikLLIBiJRTC)NICLOCK NO: 2786 HOUR: 24 ,,, ,,,, DEPTH: 47 13 .0

REF MINUTES PRESSURE AP logi At REF MINUTES PRESSURE AP logi Al

SECOND CLOSED-IN - CONTINUED

FIRST FLOW 11 80.0 1990.4 1566.8 42.7 0.331
12 88.0 2000.6 1577.2 44.9 0.309

6 1 0.0 68.3 13 96.0 2012.5 1588.9 46.9 0.291
2 5.0 96.6 28.3 14 104.0 2020.1 1596.4 48.7 0.274
3 10.0 143.7 47.1 15 112.0 2026.9 1603.3 50.3 0.259
4 15.0 180.1 36.4 Û 16 120.7 2033.5 1609.9 52.0 0.245
5 20.0 214.8 34.7
6 25.0 247.4 32.6

C 7 30.2 267.2 19.8

FIRST CLOSED-IN

C 1 0.0 267.2
2 4.0 1176.3 909.1 3.5 0.935
3 8.0 1478.6 1211.4 6.3 0.680
4 12.0 1633.7 1366.4 8.6 0.545
5 16.0 1735.7 1468.5 10.5 0.460
6 20.0 1805.7 1538.5 12.0 0.400
7 24.0 1853.8 1586.6 13.4 0.354
8 28.0 1890.6 1623.4 14.5 0.318
9 32.0 1922.1 1654.9 15.5 0.288

10 36.0 1944.2 1677.0 16.4 0.264
11 40.0 1961.6 1694.4 17.2 0.244
12 44.0 1977.4 1710.2 17.9 0.227
13 48.0 1990.0 1722.8 18.5 0.212
14 52.0 2001.3 1734.0 19.1 0.199
15 56.0 2011.5 1744.2 19.6 0.187

Û 16 58.8 2017.4 1750.2 19.9 0.180

SECOND FLOW

E i o.o 284.9
2 10.0 314.7 29.8
3 20.0 339.9 25.1
4 30.0 362.7 22.8
5 40.0 382.3 19.6
6 50.0 402.3 20.0

F 7 61.3 423.6 21.3

SECOND CLOSED-IN

F i o.o 423.8
2 8.0 1413.8 990.2 7.3 1.096
3 16.0 1643.3 1219.7 13.6 0.627
4 24.0 1765.1 1341.5 19.0 0.683
5 32.0 1836.9 1413.3 23,7 0.588
6 40.0 1882.5 1458.9 27.8 0.517
7 48.0 1918.2 1494.6 31,5 0.463
8 56.0 1942.G [519,2 34.8 0.420
e 64.0 1962.4 1538.8 37.7 0.386

10 72.0 3978.9 1555.3 40,3 0.356



TICKET NO: 84222800 ""EEENY GAUGE NO: 4426
HALLIBURTONCLOCK NO: 1 1654 HOUR: 24 ,,, , ,, DEPTH: 4750.0

REF MINUTES PRESSURE AP logi B- REF MINUTES PRESSURE AP - logi at

SECOND CLOSED-IN - CONTINUED
FIRST FLOW 11 80.0 2013.9 1583.9 42.7 0.331

12 88.0 2024.9 1594.9 44.9 0.310
8 1 0.0 116.4 13 96.0 2032.9 1602.9 46.8 0.291

2 5.0 109.9 -6.6 14 104.0 2039.4 1609.4 48.7 0.274 •

3 10.0 130.1 20.2 15 112.0 2045.7 1615.7 50.4 0.259

4 15.0 168.7 38.6 Û 16 120.7 2049.8 1619.8 52.0 0.245
5 20.0 202.5 33.8
6 25.0 237.7 35.2

C 7 30.2 264.5 26.6

FIRST CLOSED-IN

C 1 0.0 264.5
2 4.0 1511.2 1246.7 3.5 0.931
3 8.0 1558.4 1293.9 6.3 0.680
4 12.0 1685.6 1421.1 8.6 0.546
5 16.0 1771.4 1506.9 10.5 0.461
6 20.0 1827.9 1563.5 12.0 0.400
7 24.0 1874.9 1610.4 13.4 0.354
8 28.0 1906.5 1642.1 14.5 0.318
9 32.0 1937.2 1672.7 15.5 0.289

10 36.0 1961.2 1696.7 16.4 0.265
11 40.0 1978.0 1713.6 17.2 0.244
12 44.0 1992.5 1728.0 17.9 0.227
13 48.0 2004.8 1740.3 18.5 0.212
14 52.0 2016.9 1752.4 19.1 0.199

15 56.0 2028.8 1764.3 19.6 0.187
16 58.8 2032.0 1767.5 19.9 0.180

SECOND FLOW

E i o.o s41.o
2 10.0 330.9 -10.1

3 20.0 340.7 9.8
4 30.0 363.8 23.1
5 40.0 384.3 20.5
6 50.0 405.2 20.9

F 7 61.3 430.0 24.8

SECOND CLOSED-IN

F i o.o 4so.o
2 8.0 1493.9 1063.9 7.4 1.093
3 16.0 1686.4 1256.5 13.6 0.827
4 24.0 1793.0 1363.0 19.0 0.682
5 32.0 1872.9 1442.9 23.7 0.587
6 40.0 1922.9 1492.0 27.8 0.517
7 48.0 1951.5 1521.5 31.5 0.463

8 56.0 1972 0 1542.0 34.7 0.421

9 64.0 1990,1 1560.1 37.6 0.386

10 72.0 2004.3 1574.3 40.3 0.356



TICKET NO. 84222800

0.0. I.0. LENGTH OEPTH

1 ORILL PIPE...................... 4.500 3.826 4036.7

3 ORILL COLLARS................... 6.000 2.250 571.3

50 IMPACT REVERSING SUB............ 6.000 3.000 1.0 4611.0

3 DRILL COLLRRS................... 6.000 2.250 88.5

5 CROSSOVER....................... 6.000 2.500 1.0

13 OURL CIP SRMPLER................ 5.000 0.750 7.0

60 HYDROSPRING TESTER.............. 5.000 0.750 5.0 4711.0

80 AP RUNNING CRSE................. 5.000 3.060 4.0 4713.0

15 JRR............................. 5.000 1.750 5.0

16 y VR SAFETY JOINT................. 5.000 1.000 3.0

17 PRESSURE EOUALIZING CROSSOVER... 5.000 1.000 1.0

70 OPEN HOLE PACKER................ 7.000 1.530 6.0 4729.0

70 OPEN HOLE PRCKER................ 7.000 1.530 6.0 4735.0

mm
um

20
,

FLUSH JOINT ANCHOR.............. 5.750 2.500 10.0
en

5 CROSSOVER....................... 5.500 3.000 1.0
17 • PRESSURE EQUALIZING CROSSOVER... 5.000 1.000 1.0

81 e BLANKEO-OFF RUNNING CRSE........ 5.000 4.0 4750.0

5 CROSSOVER....................... 4.750 2.500 1.0
5 CROSSOVER....................... 5.750 3.000 1.0

5 CROSSOVER....................... 6.000 3.000 1.0

3 ORILL COLLARS................... 6.000 2.250 30.5

5 CROSSOVER....................... 5.750 2.250 1.0
5 CROSSOVER....................... 5.750 2.250 1.0
5 CROSSOVER....................... 4.750 2.500 1.0

70 OPEN HOLE PACKER................ 7.000 1.530 6.0 4790.0

70 OPEN HOLE PACKER................ 1.000 1.530 6.0 479G.0

90 '
SllE WALL ANCHOR................ 6.750 1.620 5.0 4800.0

c

DF EJOIIT RNCNHtR... E........ 4 50 2.370

. 4809,0

TOTRL UEPTH 5903.0

EDUIPMENT



UNITMSTATES SUBMIT IN DUPLICATE St r No. 42-R355.6.

DEPARTMENT OF THE INTERIOR Aid 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-017992

WELLCOMPLETIONOR RECOMPLETlONREPORTAND LOG *
8. IF INDIAN, ALLOTTEE OR RIBB ÑÑÑ

la. fYPË OF WELL: o
I.L LL Dat Other 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION:

VE L
WORRK EP- DIE

R. 8. FARM OR LEASE NAME

2. NAME or orBRATOR -Q < PARIME BENCRFEDEL
DIANDNDSHAMROCKEXPIDPATIONCOMPANY ©· *== "°

3. ADDRESS OF OPERATOR #23-5
P. O. DRAVER"E", VERNAL,UTAH 84078 I15 ggg 10. FIELD ANg POOL OR AT

4. LOCATION OF WELL (Ñ€pOrt IOCat(On Cl@Gily GNd (N SCCOTAGNOB 10$$4 GNg Ñ$8tg regsfremên‡&)*

At surface 2004' WL & 1927' FSL (NE/SW) DIVISIONOF OiL
11. C., T R., M., BLOCK AND SURVEY

At top prod. interval reported below GAS &MINING SECTION 5, 'I9S, R19E
At total depth

14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

43-047-31453 I 3-27-84 UÑ l UTAH
15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONB (DF, REB, BT, GR, ETC.)e 19. ELEV. CASINGHEAD

5-25-84 6-5-84 6-7-84 I 4809' GR 4809 '
20. TorAL DEPTH, xD & Two 21. PLUO, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL,, 23, INTERVALS ROTARY TOOLB CABLE TOOLS

HOW MANT* DRILLED BY

5903' MD -

--+ i 0-5903' i
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)• 25. wAS DIRECTIONAL

SURVEY MADE

NONE
_

NO
26. TT L/ll A UN 27. WAs WEL coman

28. CASING RECORD (Report aN stringe set in teeH)
CASINO 31EE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIEE CEMENTING RECORD AMOUNT PULLED

8 5/8" 24# 268 ' 12 1/4" 180 sx-cire to surface NONE

29. LINER RECORD 30. TUBING RECORD

sizE ToP (MD) BOTTox (MD) SACKS CBMENT* BCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

31. PzaronATIoN necono (Interval, aize and nurnðer) 82. ACID. SHOT, FRACTURE, CEMENT SQUEEEE, ETC.
DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

NONE

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (FlOt04Ng, gge Uft, pHmping-sigg GHg igp@ Of pump) WELL STATus (Producing or

shs¢-in) ^

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS--MCF. WATER-BBL. GAS-OIL BATIO
TEST PERIOD

TLOW. TURING PRESS. CASING PRESSUBE CALCULATED OIL-BBL. GAS-MCP. WATER-BBL. OIL GRAVITT-API (CORR.)
24-ROUR RATE

-+ | \ \
34. DISPOSITION OF GAS (ßold, 8804 for fuel, 9tuted, Sid.) TEST WITNESSED BT

35. LIST OF ATTACHMENTS

36. I hereby certify t r ng a e ed information is totaplete and correct as deterbained from all available records

SIGNED * TITLE
ON Mm

DATE OCIDBER12, 1984
*(Seeinstructionsand Spacesler Additional Date on Reverse



Form 9..331 Form Approved.
Dec. 1973 Budget Bureau No. 42-RJ424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-017992

GEOLOGICAL SURVEY 6. IF INDIAN, ALI TEEOR TRIBElyMg

SUNDRY NOTICESAND REPORTSON WELLS 7. UNIT AGREEMENT AME
(Do not use this form for pronosals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposals.) 8. FARM OR LEASENAME

PARIETIE BENCRFEIERAL1. oil gas
well well other PLUG & ABANDONED 9. WELL NO.

2. NAME OF OPERATOR 23-5
DIAK)NDSHAMBOCKEXPIDIMTIONCOMPANY 10. FIELD OR WILDCATNAME

3. ADDRESS OF OPERATOR
P.O. DIW€R "E", VERNAL,UTAH 84078 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) SEC. 5, T9S 11.9E
AT SURFACE: 2004' FWL& 1927' FSL 12. COUNTY OR PARISH 13. STATE '
AT TOP PROD. INTERVAL: IJIlg
AT TOTAL DEPTH:

14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-31453

REPORT, OR OTHER DATA 15. ELEVATIONS SHOW DF, KDB, AND WD)
4809' GR

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURETREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Surface reentnHan X

17. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, gjve subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

DIAMONDSHAMROCKEXPIDRATIONCOMPANYhas had the location of the Pariette
Bench Fed. 23-5 restored. The surface has been recontoured and reseeded
with a seed mixture listed on the attachment. d
November 6th throuvh November 9th, 1984.

Drv hole marker has been set.
GL ROV2 31984

DMS10NOF
Oit.,GAS&MINING

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby c fy that the foregoing is true and correct

SIGNED TITLE DiSt. Superintendg lle21-Š

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse



e

t

FARMERS SEED CO.
QUALITY SEED P.O.Box 278 DEPENDABLE SERVICE916 19¼ Road 303/858-9134 Fruita, co 81521
GALLEY CONSTRUCTION - DIAMOND SHAMROCK 23-5 LOT# 84201

Kind & Variety Purity Germ OriginShadscale Saltbush 20.78¾ 68¾FILL UTProstrate Kochia' 16.41¾ 62¾ UTCanby Bluegrass: Canbar 13.49¾ A16 WACrested Wheaterass 13.15f 84¾ coWinterfat 12.00¾ 80¾ UT
Indian Ricegrass 7.13 70¾TZ NM

Pure Seed: A2.96¾ Other Crop: 0.05¾ Inert: 16.85*Weed: 0.144 Noxious Weed: None Found Tested: 9/84Net Weight: 28 Pounds
NÜISCL $ iktÉ. $403094 -

NtAMIMihhÏAltMtNidthüßt0FLNINL>GUNIAINt.M-Subject to the tiraitations of liability herein set forth, we warrant that the seeds or bulbs sold are esdescribed on the container within recognized tolerances. -OUR LIA8tL1TY ON THIS WARRANTYIS LIMITEO :N AMOUNT TO THE PURCHASE PRICE OF THE SEEOS OR BULOS.- In no eventshall we be liable for the crop, or for any loss due to negligence or reeuttirag iforn fatture, imostrmentor quality of the crop or verletal varience thersia, vWeether such loss resulta from breach of the fore-going werrerry, from breech of any other provision of the buyer's contract for the purchase o¾ amit:9.nor or outra or from any other cause. Seeris or bulbs not accepted on the basis of ti.e <oregoingconc vens of sale must be returned within ten days in original unopene containers and tra C.arch
.se

prke >NI be
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